
ES108

Model: 089ES108
Merk: Prodjuser

  

The ES108T is a highly weather-resistant, single 8" 2-way full range loudspeaker, the body is made of engineering plastic
injection molding.fitted with one 8" mid-woofer and one 1" HF driver. The system conforms to IP46 international standard.
ES108WT is equipped with multi-tap transformer based on ES108, 37.5W/75W/150W/OFF/16? optional.

Pro Features

Highly weather-resistant IP46 rating
Engineering plastic injection molding
Perfect for meeting rooms, shops, water parks, swimming pools, and a wide variety of other outdoor or indoor
background music
Available in white and black color

You maybe have interested in amplifiers Blaze amps

Frequency Response(-3dB) ? 60Hz-18KHz
Frequency Response(-10dB) ? 55Hz-20KHz
Drivers ? 1×8"(200mm)/2"voice coil LF, 1×1"(25mm)/1"voice coil HF
Rated Power ? 150W RMS, 600W peak
Sensitivity ? 94dB 1watt/1 metre
Maximum SPL ? 116 dB continuous,122 dB peak
Impedance ? 16 ohms nominal
Dispersion(-6dB) ? 90°×50°
Crossover Frequencies ? 2.3kHz passive
Input Connectors ? covered barrier strip terminals
Package Size : 370×310×525mm(1 pair)
Net Weight : 9 kg/pc
Gross Weight : 22 kg/pair

https://interstateaudio.nl/merken/blaze-audio/
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