
MINI108

Model: 089MINI108
Merk: Prodjuser

  

The MINI 108 is a two-way loudspeaker system with one 8" woofer and 1" exit compression driver coupled to a round
140°×140°wide dispersion horn. Supplied with a Multi-angle rigging bracket.

Key Features

High quality plywood with special environmental protection paint
Round 140°×140° wide dispersion horn
Multi-angle rigging bracket
Available in white and black color
Perfect for conference room, small clubs and luxury shops
Recommended amplifier: Blaze Audio PowerZone Connect 252/504 or equivalent

 

Frequency Response(-3db) : 60Hz-18KHz
Frequency Response(-10db) : 55Hz-20KHz
Drivers : 1×8"(200mm)/2"voice coil LF,
1×1"(25mm)/1"voice coil HF
Rated Power : 100W RMS,400W peak
Sensitivity : 93dB 1watt/1 metre
Maximum SPL : 113dB continuous,119dB peak
Impedance : 16 ohms nominal
Dispersion(-6dB) : 140°×140°
Crossover Frequencies : 2.8kHz passive
Input Connectors : Terminal Clamp
Product Size : 380x241x250mm
Package Size : 680×350×495mm
Net Weight : 7.8 kg/pc



Gross Weight : 9.3 kg/pc
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